
Gasoline Fuel Filters
For Marine Applications



	 •  �For boats where a fuel filter/water 
separator is already installed, this 
is generally a Mercury/Quicksilver 
or OMC style filter (fuel ports are 
on top of the head), use the B32013 
(Quicksilver) or B32014 (OMC).

Specifications 31871 B32013 B32014

OEM Application Mercury Quicksilver OMC

Micron 2 10 10

Maximum Flow Rate 50 GPH (189 LPH) 60 GPH (227 LPH) 60 GPH (227 LPH)

Replacement Filter N/A S3213 S3214

Height 5.0 in. (12.7 cm) 7.2 in. (18.3 cm) 7.2 in. (18.3 cm)

Diameter 2.1 in. (5.3 cm) 3.8 in. (9.7 cm) 3.8 in. (9.7 cm)

Center Threads N/A 11/16˝-16** 1˝-12

** The 11/16˝-16 thread is the most common and fits most existing filter mounting heads in service.

Outboard Engine Applications
	 •  �If there are no filters installed, 

specify the 120R-RAC-01, 
320R-RAC-01, or 660R-RAC-01 filter 
based upon flow rate of engine.

	 •  �For a unit that can replace your 
primer bulb, use the 490R-RAC-01 
with integral primer pump.

Note: Clear bowls are for outboard 
applications only. 

Specifications 025-RAC-01 025-RAC-02 025-RAC-10A
Outboard/Inboard

Micron 250 10 104

Maximum Flow Rate 25 GPH (95 LPH) 25 GPH (95 LPH) 35 GPH (132 LPH)

Ports (Female) 1/4˝-18 NPTF 1/4˝-18 NPTF 1/2˝-14 NPTF

Replacement Filter S2501 S2502 Replace Entire Unit

Height 4.3 in. (10.9 cm) 4.3 in. (10.9 cm) 4.2 in. (10.7 cm)

Diameter 2.1 in. (5.3 cm) 2.1 in. (5.3 cm) 1.9 in. (4.8 cm)

Width 2.3 in. (5.8 cm) 2.3 in. (5.8 cm) N/A

Specifications 120R-RAC-01 320R-RAC-01 490R-RAC-01 660R-RAC-01

Micron 10 10 10 10

Maximum Flow Rate 30 GPH (114 LPH) 60 GPH (227 LPH) 90 GPH (341 LPH) 90 GPH (341 LPH)

Ports (Female) 1/4˝-18 NPTF 1/4˝-18 NPTF 3/8˝-18 NPTF 3/8˝-18 NPTF

Replacement Filter S3240 S3227 S3227 S3232

Height 6.5 in. (16.5 cm) 9.3 in. (23.6 cm) 9.9 in. (25.1 cm) 11.0 in. (27.9 cm)

Diameter 3.2 in. (8.1 cm) 4.0 in. (10.2 cm) 4.8 in. (12.2 cm) 4.5 in. (11.4 cm)

Width 3.2 in. (8.1 cm) 4.0 in. (10.2 cm) 4.5 in. (11.4 cm) 4.2 in. (10.7 cm)



Inboard/Outboard Engine Applications
	 •  �For boats where a fuel filter/water 

separator is already installed, this is 
generally a Mercruiser or OMC style 
filter head (fuel ports are on top of 
filter head), use the B32020MAM 
(Mercruiser) or B32021MAM 
(OMC) filter.

	 •  �If there are no filters already 
installed, specify the 120R-RAC-02, 
320R-RAC-02, or 660R-RAC-02 filter 
based upon required flow rate of 
engine.

	 •  �For high-performance boats, the 
3120R-RAC-32 is recommended.

	 •  �A higher pressure rated filter is 
available, see model 110A rated at 
100 PSI (6.9 bar).

Specifications B32020MAM B32021MAM S3220SUL

OEM Application Mercruiser OMC Mercruiser

Micron 10 10 2

Maximum Flow Rate 60 GPH (227 LPH) 60 GPH (227 LPH) 60 GPH (227 LPH)

Replacement Filter S3220TUL S3221TUL N/A

Height 6.5 in. (16.5 cm) 6.5 in. (16.5 cm) 4.0 in. (10.2 cm)

Diameter 3.8 in. (9.7 cm) 3.8 in. (9.7 cm) 3.7 in. (9.4 cm)

Center Threads 11/16˝-16** 1˝-12 11/16˝-16**

** The 11/16˝-16 thread is the most common and fits most existing filter mounting heads in service.

Specifications PFF5510 S3228SUL 110A

Micron 10 2 10

Maximum Flow Rate 60 GPH (227 LPH) 60 GPH (227 LPH) 35 GPH (132 LPH)

Height 4.2 in. (10.7 cm) 4.0 in. (10.2 cm) 6.0 in. (15.2 cm)

Diameter 3.6 in. (9.1 cm) 3.7 in. (9.4 cm) 3.3 in. (8.4 cm)

Width N/A N/A 3.2 in. (8.1 cm)

Center Threads 11/16˝-16** 1˝-14 N/A

Ports (Female) N/A N/A 1/4˝-18 NPTF

Replacement Filter N/A N/A R11T (Cartridge)

Specifications 120R-RAC-02 320R-RAC-02 660R-RAC-02 3120R-RAC-32

Micron 10 10 10 10

Maximum Flow Rate 30 GPH (114 LPH) 60 GPH (227 LPH) 90 GPH (341 LPH) 120 GPH (454 LPH)

Ports (Female) 1/4˝-18 NPTF 1/4˝-18 NPTF 3/8˝-18 NPTF 1/2˝-14 NPTF

Replacement Filter S3240TUL
S3228TUL (10 micron)
S3228SUL (2 micron)

S3232TUL S3232TUL

Height 6.0 in. (15.2 cm) 9.0 in. (22.9 cm) 10.5 in. (26.7 cm) 10.4 in. (26.4 cm)

Diameter 3.2 in. (8.1 cm) 4.0 in. (10.2 cm) 4.5 in. (11.4 cm) 5.0 in. (12.7 cm)

Width 3.2 in. (8.1 cm) 4.0 in. (10.2 cm) 4.2 in. (10.7 cm) 4.0 in. (10.2 cm)
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HVAC Filtration Division
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Filtration Division
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Bioscience Filtration
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Water Purification
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