
 Categories   Features 32ŭ Display (PFD32) 40ŭ Display (PFD40) 46ŭ Display (PFD46)

  Display              Speciý cation 32ò Color TFT 40ò Color TFT 46ò Color TFT  Display              Speciý cation 32ò Color TFT 40ò Color TFT 46ò Color TFT  Display              Speciý cation 32ò Color TFT 40ò Color TFT 46ò Color TFT  Display              Speciý cation 32ò Color TFT 40ò Color TFT 46ò Color TFT  Display              Speciý cation 32ò Color TFT 40ò Color TFT 46ò Color TFT  Display              Speciý cation 32ò Color TFT 40ò Color TFT 46ò Color TFT
   31.5ò (800mm) Diagonal 40.0ò (1016mm) Diagonal 46.0ò (1168mm) Diagonal   31.5ò (800mm) Diagonal 40.0ò (1016mm) Diagonal 46.0ò (1168mm) Diagonal   31.5ò (800mm) Diagonal 40.0ò (1016mm) Diagonal 46.0ò (1168mm) Diagonal   31.5ò (800mm) Diagonal 40.0ò (1016mm) Diagonal 46.0ò (1168mm) Diagonal   31.5ò (800mm) Diagonal 40.0ò (1016mm) Diagonal 46.0ò (1168mm) Diagonal   31.5ò (800mm) Diagonal 40.0ò (1016mm) Diagonal 46.0ò (1168mm) Diagonal
  1366x768 Native Resolution 1366x768 Native Resolution 1366x768 Native Resolution  1366x768 Native Resolution 1366x768 Native Resolution 1366x768 Native Resolution  1366x768 Native Resolution 1366x768 Native Resolution 1366x768 Native Resolution  1366x768 Native Resolution 1366x768 Native Resolution 1366x768 Native Resolution  1366x768 Native Resolution 1366x768 Native Resolution 1366x768 Native Resolution  1366x768 Native Resolution 1366x768 Native Resolution 1366x768 Native Resolution
                     Brightness: 500 cd/m2, Contast Ratio: 600:1 Brightness: 500 cd/m2, Contast Ratio: 1200:1 Brightness: 500 cd/m2, Contast Ratio: 1200:1
      Viewing Angle: Viewing Angle: Viewing Angle:
   +/- 88ę L/R, 88ę U, 88ę D +/89ę L/R, 89ę U, 89ę D +/89ę L/R, 89ę U, 89ę D

   Operating System  Windows CE version 5.0   Operating System  Windows CE version 5.0   Operating System  Windows CE version 5.0   Operating System  Windows CE version 5.0
            
  Processor Support Processor CPU 500MHz LX800 processor  Processor Support Processor CPU 500MHz LX800 processor  Processor Support Processor CPU 500MHz LX800 processor  Processor Support Processor CPU 500MHz LX800 processor
  Cache   Cache   Cache 256KB (L1/L2)
            
                 Memory     System                  Memory     System                  Memory     System 256MB Shared DDR Memory
         (1) 200-pin SODIMM socket, 256MB (std.)
   Video    Video    Video 24MB Shared System Memory

     Storage Options CompactFlash   512MB* CompactFlash External Type II slot (IDE Bootable)     Storage Options CompactFlash   512MB* CompactFlash External Type II slot (IDE Bootable)     Storage Options CompactFlash   512MB* CompactFlash External Type II slot (IDE Bootable)     Storage Options CompactFlash   512MB* CompactFlash External Type II slot (IDE Bootable)
  Floppy/CD ROM External connection via USB                   Floppy/CD ROM External connection via USB                   Floppy/CD ROM External connection via USB                   Floppy/CD ROM External connection via USB                 
                   
                      Ports  Keyboard USB 2.0                      Ports  Keyboard USB 2.0                      Ports  Keyboard USB 2.0                      Ports  Keyboard USB 2.0
                          Mouse USB 2.0                          Mouse USB 2.0                          Mouse USB 2.0                          Mouse USB 2.0
                              USB (2) USB 2.0 ports                              USB (2) USB 2.0 ports                              USB (2) USB 2.0 ports                              USB (2) USB 2.0 ports Type-A, CD/Floppy/USB Drive bootable with over current protection
                          Serial    (1) RS232 9-Pin D-sub                          Serial    (1) RS232 9-Pin D-sub                          Serial    (1) RS232 9-Pin D-sub                          Serial    (1) RS232 9-Pin D-sub
   (1) RS232/422/485 9-Pin D-sub   (1) RS232/422/485 9-Pin D-sub   (1) RS232/422/485 9-Pin D-sub   (1) RS232/422/485 9-Pin D-sub
  Ethernet (1) 10/100Base-T w/ RJ45  Ethernet (1) 10/100Base-T w/ RJ45  Ethernet (1) 10/100Base-T w/ RJ45  Ethernet (1) 10/100Base-T w/ RJ45
   Audio Stereo output, 1/8ò mini plug   Audio Stereo output, 1/8ò mini plug   Audio Stereo output, 1/8ò mini plug   Audio Stereo output, 1/8ò mini plug

          BIOS Options Plug-n-Play
  Configurable Boot Devices:
  Å CompactFlash
  Å USB (CD/ROM, Floppy, Thumb Drive)

                Package Temperature Range 0-40ÁC                Package Temperature Range 0-40ÁC                Package Temperature Range 0-40ÁC                Package Temperature Range 0-40ÁC
  Rel. Humidity 20-80% (32ò), 10-80% (40ò and 46ò)  Rel. Humidity 20-80% (32ò), 10-80% (40ò and 46ò)  Rel. Humidity 20-80% (32ò), 10-80% (40ò and 46ò)  Rel. Humidity 20-80% (32ò), 10-80% (40ò and 46ò)

Power Requirement 100-120VAC and 220-240VAC @50/60HzPower Requirement 100-120VAC and 220-240VAC @50/60HzPower Requirement 100-120VAC and 220-240VAC @50/60HzPower Requirement 100-120VAC and 220-240VAC @50/60Hz

     Agency Approval EN61000-6-3, EN55011, EN55022 Class B     Agency Approval EN61000-6-3, EN55011, EN55022 Class B     Agency Approval EN61000-6-3, EN55011, EN55022 Class B     Agency Approval EN61000-6-3, EN55011, EN55022 Class B
  EN61000-6-2, EN61000-4- 2,3,4,5,6,8 & 11  EN61000-6-2, EN61000-4- 2,3,4,5,6,8 & 11  EN61000-6-2, EN61000-4- 2,3,4,5,6,8 & 11  EN61000-6-2, EN61000-4- 2,3,4,5,6,8 & 11
  EN60950-1  EN60950-1  EN60950-1  EN60950-1
  UL508 Listed  UL508 Listed  UL508 Listed  UL508 Listed
  UL 60950-1  UL 60950-1  UL 60950-1  UL 60950-1
  NEC Class 2  NEC Class 2  NEC Class 2  NEC Class 2
  CE marked for EMC (89/336/EEC)  CE marked for EMC (89/336/EEC)  CE marked for EMC (89/336/EEC)  CE marked for EMC (89/336/EEC)




