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FEATURES
The WMDisplay is a remote module designed 
for integration into Micro Thermo MT Alliance 
control systems. This display connects to the 
RS-485 terminals on the MT-722 board to 
reveal basic sensor information. It must tie into 
a MT-722 that has been configured as a sensor 
node in MT Alliance. Once the display has been 
properly configured, it can show readings from 
a sensor node that include, but are not limited 
to: temperature, pressure, leak detection PPM, 
and relative humidity (%). The surface-mount unit 
requires a hole in the mounting surface to allow 
wiring pass-through.
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⚠WARNING – USER RESPONSIBILITY
Failure or improper selection or improper use of the products described herein or related items can cause death, personal injury and property damage.

This document and other information from Parker Hannifin Corporation, its subsidiaries and authorized distributors provide product or system options for further investigation by users 
having technical expertise.

The user, through its own analysis and testing, is solely responsible for making the final selection of the system and components and assuring that all performance, endurance, 
maintenance, safety and warning requirements of the application are met. The user must analyze all aspects of the application, follow applicable industry standards, and follow the 
information concerning the product in the current product catalog and in any other materials provided from Parker or its subsidiaries or authorized distributors.

To the extent that Parker or its subsidiaries or authorized distributors provide component or system options based upon data or specifications provided by the user, the user is responsible 
for determining that such data and specifications are suitable and sufficient for all applications and reasonably foreseeable uses of the components or systems.

Specifications
Power Supply 12-24 VDC @ 0.2A

Communications Modbus over RS-485

Operating & Storage 
Conditions

-40°C to 60°C (-40°F to 140°F), 
10% to 90% RH, non-condensing

Dimensions (LxWxH) 110.49mm x 49.02mm x 29.21mm
 (4.35” x 1.93” x 1.15”)

Compliance

RoHS, 2011/65/EU
FCC part 15, subpart B:2019, Class A
CAN ICES-3 (A)/NMB-3(A)
UL 60730-1, UL 60730-2-9 pending

Description Part Number
Wall Mount Display – MODBUS 
(WMDisplay) 961-464A
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