Drive Controlled Pump
Efficient Hydraulic Drives with a System
Hydraulic System Solutions are the Future

When it comes to linear movements, the power density of hydraulic drives remains unrivalled. The job now is to further improve the hydraulics in terms of energy and cost efficiency.

The advantages of modern industrial hydraulics are the result of decades of evolution to which Parker has made a key contribution. The power density and robustness of the hydraulics, as well as the constructional simplicity when translating linear movements in industrial applications are not achieved anywhere close to the same way by electromechanics, even today. Constantly increasing demands on the performance and productivity of machines make hydraulic machines indispensable for the future, too.

We think holistically

In addition to performance, energy consumption and cost efficiency are increasingly becoming concerns for the user. In most cases, conventional hydraulic controls are already based on a common hydraulic supply for multiple drives to spread the cost of the conversion from electrical into hydraulic energy. Continuously increasing energy costs and ever greater environmental constraints demand further improvements to hydraulics in this area. In order to raise efficiency potential, in future it is not just the individual product that needs considering, but the hydraulic drive system as a whole.

Optimizing the whole system

With its comprehensive know-how, Parker is best qualified to develop a new generation of hydraulic drives based on this approach. Our plan contains a fundamental modification of proven hydraulic constant
Hydraulic System Solutions are the Future

pressure systems. Their effectiveness and efficiency have thus far been restricted by the unchanging oil flow and the performance adjustment via valve control associated with it. That is why we are now working on the drive. We connect the electromechanical drive with the hydraulics to a speed-controlled, electrohydraulic full-system solution: The **Drive Controlled Pump.**

**Precise layout and adjustment**

For the composition and layout we opt for an extensive construction kit of high-grade components which will constantly be expanded and thus always stay up to date. All components are matched with one another precisely and tailored individually to the cycle of the respective application using a newly developed piece of software. At the same time, the size of the components used can also be reduced. In turn, this generates further savings potential, as investment and operating costs can be reduced. In so doing, Parker fulfills both current and future demands in terms of energy consumption and CO₂ and noise emissions as well as the wishes of machine manufacturers and users for more efficient system solutions from a single supplier. Ultimately, the objective in everything we do is to improve the competitiveness of our customers.

**Challenges at a glance:**

- More demanding applications
- Rising energy costs
- Rising staff costs
- Greater environmental requirements
Our Approach: The Drive Controlled Pump

With the Drive Controlled Pump, Parker offers a speed-controlled, hydraulic full-system solution that is tailored exactly to a predefined cycle in advance.

Electrical drives have made tremendous advances over the past years – both in terms of speed control and in controlling large torques at small speeds. We are taking advantage of these developments for the optimization of hydraulic pump systems by employing the technology for the speed control of pumps. The Drive Controlled Pump enables the central, controlled hydraulic supply of all drives. By employing an AC drive controller, the speed range is regulated. The exact amount of hydraulic energy can therefore be generated that is required for a particular point in time during a machine’s cycle. For cycles with high part load amounts, large savings are therefore possible.

When combining a Drive Controlled Pump, the designs of both the e-motors and the hydraulic pumps are to be considered.

Cost-efficient components

Today there are already attempts on the market to improve the efficiency of hydraulic machines through speed-controlled drives. With the common combination of synchronous motors and internal gear pumps, the efficiency benefits of speed-variable drives are purchased relatively expensively right from the moment of procurement. Parker goes a step further and uses components for the Drive Controlled Pump that offer either an especially attractive price-performance ratio or ad-
Our Approach: The Drive Controlled Pump

Advantages in terms of servicing. With respect to the motors, we therefore use cost-efficient standard asynchronous motors which, when combined with a AC drive controller, enable a wide speed range of the controlled pump. We use synchronous servo motors for applications in which especially high dynamics are involved.

Innovative technologies

When selecting pumps we do not only consider output, but also minimum and maximum speeds, too. A smaller size generally enables higher speeds and causes lower noise emissions. In contrast, the minimum speed – which is important for the Drive Controlled Pump – depends more on the design than on the size. Taking all of their properties into consideration, two pump technologies have proven the best: The vane pump is the ideal basis for systems with fixed displacement pumps. Its robust double lip design makes it impervious to particle contamination and maintains a high degree of efficiency in the long term.

The axial piston pump is employed if high peak pressures are introduced or if high pressures must be maintained for long periods.

The latest software tools

To be able to put together an energy-efficient motor–pump combination, the individual components must be selected in such a way that the sum of all losses in the specified operating points is at a minimum. For their optimum yet simple selection and layout, Parker uses a unique software tool: The Parker DriveCreator (free download at www.parker.com/drivecontrolledpump). All energy-related component data is saved in it. With support from a database, this allows the selection of the best combination of components possible with the highest degree of energy efficiency. Furthermore, a start-up tool simplifies the act of putting the Drive Controlled Pump into operation in the application.

The Drive Controlled Pump at a glance:

- Speed-controlled drive
- Individually adjusted to the machine cycle
- Complete, single-source system solution

The Parker DriveCreator enables the optimum yet simple selection and layout of the components.
Efficient Components from a Single Source

Each Drive Controlled Pump consists of proven, high-grade, large series production components that have undergone extensive testing. They become unique by way of their individual arrangement to achieve an efficient system solution.

By choosing a Drive Controlled Pump from Parker, users can rest assured: Each individual component has already demonstrated its reliability in many other applications. Their precise arrangement by the Parker DriveCreator further ensures that the increase in efficiency does not come at the cost of reliability.

Precise regulation
The AC30V series covers the entire spectrum of speed-regulated applications for asynchronous and synchronous servo motors. The motor control system offers high dynamics and can be expanded with numerous communication and control options. A special commissioning software simplifies programming, monitoring and diagnostics.

Diverse range of motors
Standard asynchronous motors are characterized by their versatility, robustness, a tremendous power spectrum and high efficiency. Their simple design offers maximum flexibility and minimum cost when installing.

The Parker synchronous servo motors combine innovative technology with extremely high performance. As no loss of induction arises with regard to the servo motors when generating the stator field, they can be operated with rotary frequencies on the AC drive controller that deviate widely from the grid frequency. This is why we employ them in areas which involve particularly high dynamics.
New to the Drive Controlled Pump range are the liquid cooled compact synchronous servo motors. They provide higher efficiency than induction motors of the same power range. The liquid cooling system improves the torque curve and enables a low-noise operation.

The axial piston pumps offer a high degree of efficiency in a full displacement position. Under high pressures a reduced displacement angle causes a reduction to the required drive torque. With a small e-motor, you therefore have the option of achieving a large flow at low pressure or a small flow under high pressure. The low noise level is based on pulsation-weak running and a rigid-optimized housing.

Powerful pumps

The vane pumps allow very quick changes in pressure with very high flow rate reproducibility. Small pumps can be used in conjunction with a permanent magnet motor for flow and pressure control without the use of other valves. As double and triple combinations in a common housing, they are recommended for simple flow distribution and cut-off for better adaptation to requirements. The pump inserts enable ‘drop-in installation’ and are particularly service friendly.

Both types of pump can be combined into energy-effective solutions. If, for example, the machine cycle requires a large flow rate for medium pressure while at the same time needing pressure continuity at high pressures, the pumps provide the high flow together. The axial piston pump at low displacement assumes the pressure maintenance, while the fixed displacement pump with low idling capacity is switched to circulation for the tank.

The components at a glance:
- Two different motor control systems
- Two different motor concepts
- Two types of pump that can be combined together
At Parker, the term “Drive Controlled Pump” stands for a broad spectrum of AC drive controllers, motors, and pumps that can be combined into tailored solutions for the most diverse applications.
The Drive Controlled Pump Options at a Glance

- Synchronous Servo Motor
- Standard Asynchronous Motor
- Compact Synchronous Servo Motor

- Vane Pump
- Double Vane Pump
- Axial Piston Pump
Drive Controlled Pumps in Industry

Each type of machine places different demands on the hydraulic control. A Drive Controlled Pump that are perfectly coordinated with each other.

Machine tools: Stand-by losses minimized

With machine tools, the Drive Controlled Pump can fully demonstrate its advantages. During main movements it reduces energy consumption and noise levels considerably.

With machine tools, the hydraulics are primarily employed for clamping and auxiliary movements. Flow requirements are mostly low. As auxiliary movements frequently occur during main movement cessation, a cycle time that is as short as possible should be striven for without generating high stand-by losses during the machine’s peak times.

Reducing running noise

To achieve this, a Drive Controlled Pump with a small vane pump, which is driven by a synchronous servo motor is recommended. The pump is stopped or starts up only briefly during the main movement, for example, to reload the accumulator for the pressure maintenance. This can occur at a medium speed to keep running noises low.

Pumps with maximum efficiency

If the main movement has come to a stop, the pump runs at maximum speed to perform the clamping actions or auxiliary movements in the shortest possible time and to thus reduce the entire cycle time. The disadvantage of increased running noise is more than compensated by the efficiency of the very small, low-loss pump. In all sections of the cycle, it is always the case that only as much flow is supplied and pressure generated as is required by the application – and this is how electrical and hydraulic losses are minimized.

Benefits at a glance

- Low energy requirement during main movement
- Quick clamping actions and auxiliary movements
- Optimized pump sizes
Die casting machines: Pumps combined perfectly

Die casting machines have highly varied flow and pressure requirements on the closing and injection sides. With the Drive Controlled Pump, the pumps can be driven highly efficiently.

The injection side saves the energy in large piston accumulators that are pre-loaded with gas cylinders, and which are reloaded throughout the entire cycle at a pressure of around 160 bar. In contrast, the closing sides require large volume flows for movement but only low pressure. Here, high pressures are only required for locking or for auxiliary movements such as for ejectors and core pullers.

Advantages with vanes

The machines are thus equipped with a combination of various pumps. As the most commonly used fluid based on water glycol vaporizes significantly quicker than mineral oil, robust fixed displacement pumps are preferably employed as double pumps. The entry of hydraulic losses into the fluid must be minimized. Vane pumps are best suited in this regard.

Flow on demand

On the other hand, pumps for loading accumulators and supplying auxiliary movements with high pressure should supply the exact flow required. Here, multiple small vane pumps are ideally employed that should be connected based on requirements. Pumps with a large flow rate for the supply of the closing side must be able to circulate to the tank with minimal no-load losses. Pumps are each combined in such a way that as small an e-motor as possible can be selected as a drive for sequential usage.

Benefits at a glance

- Optimum adjustment to various requirements
- Multiple pumps and pump combinations possible
- Smaller motor size
Presses: Increased power density

The range of press designs is extremely broad. As a result, there are also many options for employing a Drive Controlled Pump. Here is an example: For inserting and removing the workpiece before and after the actual pressing process, presses require a no-load stroke that should run through as quickly as possible. Here, one can raise the grid frequency speed of the motor with the AC drive controller to the pump's permitted limit and therefore supply considerably more flow with the same sized pump. As the no-load stroke is generally driven with small to medium pressure, no increased torque is necessary despite the higher speed: The e-motor can therefore be kept in its original size. The louder running noise is limited to the brief phase of quick outward and return strokes.

Reduce energy consumption

Another option for presses is a Drive Controlled Pump with a combination of a large vane pump and a small variable axial piston pump. With this version, the large flow rate for the no-load stroke is generated by both pumps with the high press pressure generated exclusively by the piston pump. During pressing, the vane pump feeds with low idling capacity to the tank, either directly or via the cooler. The axial piston pump lowers displacement during the pressing process based on requirements for pressure maintenance and thus reduces energy consumption.

Benefits at a glance

- Numerous application possibilities
- More efficient use of the available drive
- Use of pump combinations possible


**y-Specific Applications**

**Plastics machinery: Investment costs reduced**

Essentially, the employment of a Drive Controlled Pump is possible in all kinds of plastic injection molding machinery. Even in small machines, the attraction of hydraulic drives wins out when compared to competing electrical direct drives – both in terms of energy consumption and in terms of investment costs.

**In addition to operating costs, component cost is a crucial factor when equipping plastics machinery. Here, the Drive Controlled Pump scores points with simple, cost-effective solutions.**

In addition to operating costs, component cost is a crucial factor when equipping plastics machinery. Here, the Drive Controlled Pump scores points with simple, cost-effective solutions.

**Optimum performance with the smallest size**

With plastics machinery, there are many auxiliary movements in addition to opening and closing the molds, plasticizing and injecting. They take place partly sequentially but also in parallel and must be supplied centrally with the required flow and pressure. The frequently very brief cycle times of these machines also demands supply with the highest dynamics. A vane pump driven by permanent magnet motor in a closed speed and pressure control circuit is recommended in this regard. With the high maximum speed of the small pump, a very high volume flow can be achieved with the smallest size. This significantly reduces investment costs.

**Control functions through the motor**

Furthermore, the dynamic of the pressure control circuit with the synchronous servo motor renders a pressure relief valve superfluous. When switching from injection pressure to holding pressure, the pump reverses the motor for less revolutions for decompressing the fluid in the injection cylinder. The fluid flows back to the tank against the normal flow direction. In this way, the hydraulic control functions are completely shifted onto the controls for the motor – a simple solution with minimum component cost.

**Benefits at a glance**

- The highest dynamics
- Size-optimized components
- Lower component cost
When retrofitting hydraulic drives the objective is to achieve extensive cost reductions or increases in performance as quickly as possible. With a Drive Controlled Pump you can attain both.

Re-using as many parts as possible, amortizing the investment quickly through energy savings, reducing cycle times and increasing the machine’s productivity: There are many reasons for retrofitting a hydraulic drive with a Drive Controlled Pump.

Benefits at a glance
- Lower investment requirement
- Quick amortization
- Calculation using Parker DriveCreator
You Take the First Step
We’ll do all the Rest for you

Regardless of whatever your requirements or challenges are, we develop tailored-solutions from the Drive Controlled Pump program for you based on your specifications.

The layout of a hydraulic system gains in complexity with a speed-controlled drive. Yet at the same time, this also opens whole new opportunities for the efficient design of the machine cycle. To do this, we offer you our professional support right from the beginning. Together with you we will develop a solution with components that are perfectly coordinated with each other.

Our services are comprehensive

All that we require from you are the processes of all drives of the machine over the time axis. From this we deduce the volume flow and pressure requirements of each individual drive, as well as the additional requirement of all drives that the Drive Controlled Pump must be able to deliver. Together with you, we select a suitable pump or pump combination, an energy-efficient e-motor, and a matching AC drive controller for your application using the Parker DriveCreator. The software tool also shows you how much energy the suggested solution will save when compared to the current solution or an alternative one.

We configure the selected combination for you from our model key. The order is then processed by our sales department. We build the complete Drive Controlled Pump for you, test it and deliver it to you ready for operation – the whole job from a single source.

Want to learn more?
We would be happy to help you.
Please simply refer to your nearest Parker representative.
Parker Worldwide

Europe, Middle East, Africa

AE – United Arab Emirates, Dubai
Tel: +971 4 8127100 parker.me@parker.com

AT – Austria, Wiener Neustadt
Tel: +43 (0)2622 23501-0 parker.austria@parker.com

AT – Eastern Europe, Wiener Neustadt
Tel: +43 (0)2622 23501 900 parker.east europe@parker.com

AZ – Azerbaijan, Baku
Tel: +994 50 22 33 458 parker.azerbaijan@parker.com

BE/LU – Belgium, Nivelles
Tel: +32 (0)67 280 900 parker.belgium@parker.com

BG – Bulgaria, Sofia
Tel: +359 2 980 1344 parker.bulgaria@parker.com

BY – Belarus, Minsk
Tel: +375 (0)29 284 083 111 parker.by@parker.com

CH – Switzerland, Etoy
Tel: +41 (0)21 821 87 00 parker.switzerland@parker.com

CZ – Czech Republic, Klicany
Tel: +420 284 083 111 parker.czechrepublic@parker.com

DE – Germany, Kaarst
Tel: +49 (0)2131 4016 0 parker.germany@parker.com

DK – Denmark, Ballerup
Tel: +45 43 56 04 00 parker.denmark@parker.com

ES – Spain, Madrid
Tel: +34 902 330 001 parker.spain@parker.com

FI – Finland, Vantaa
Tel: +358 (0)20 753 2500 parker.finland@parker.com

FR – France, Contamine s’Arve
Tel: +33 (0)4 50 25 80 25 parker.france@parker.com

GR – Greece, Athens
Tel: +30 210 933 6450 parker.greece@parker.com

HU – Hungary, Budaoers
Tel: +36 23 885 470 parker.hungary@parker.com

IE – Ireland, Dublin
Tel: +353 (0)1 466 6370 parker.ireland@parker.com

IT – Italy, Corsico (MI)
Tel: +39 02 45 19 21 parker.italy@parker.com

KZ – Kazakhstan, Almaty
Tel: +7 7273 561 000 parker.east europe@parker.com

NL – The Netherlands, Oldenzaal
Tel: +31 (0) 541 585 000 parker.nl@parker.com

NO – Norway, Asker
Tel: +47 66 75 34 00 parker.norway@parker.com

PL – Poland, Warsaw
Tel: +48 (0)22 573 24 00 parker.poland@parker.com

PT – Portugal
Tel: +351 22 999 7360 parker.portugal@parker.com

RO – Romania, Bucharest
Tel: +40 21 252 1382 parker.ro@parker.com

RU – Russia, Moscow
Tel: +7 495 645-2156 parker.russia@parker.com

SE – Sweden, Spånga
Tel: +46 (0)8 59 79 50 00 parker.sweden@parker.com

SK – Slovakia, Banska Bystrica
Tel: +421 483 645-2165 parker.slovakia@parker.com

SL – Slovenia, Novo Mesto
Tel: +386 7 337 6650 parker.slovenia@parker.com

TR – Turkey, Istanbul
Tel: +90 216 4997081 parker.turkey@parker.com

UA – Ukraine, Kiev
Tel: +38 (0)22 573 24 00 parker.poland@parker.com

UK – United Kingdom, Warwick
Tel: +44 (0)1926 317 878 parker.uk@parker.com

ZA – South Africa, Kemptton Park
Tel: +27 (0)11 961 0700 parker.southafrica@parker.com

North America

CA – Canada, Milton, Ontario
Tel: +1 905 693 3000

US – USA, Cleveland (industrial)
Tel: +1 216 896 3000

US – USA, Elk Grove Village (mobile)
Tel: +1 847 258 6200

Asia Pacific

AU – Australia, Castle Hill
Tel: +61 (0)2-9634 7777

CN – China, Shanghai
Tel: +86 21 2899 5000

HK – Hong Kong
Tel: +852 2428 8008

ID – Indonesia, Tangerang
Tel: +62 21 7588 1906

IN – India, Mumbai
Tel: +91 22 6513 7081-85

JP – Japan, Fujisawa
Tel: +81 (0)4 6635 3050

KR – South Korea, Seoul
Tel: +82 2 559 0400

MY – Malaysia, Shah Alam
Tel: +60 3 7849 0800

NZ – New Zealand, Mt Wellington
Tel: +64 9 574 1744

SG – Singapore
Tel: +65 6887 6300

TH – Thailand, Bangkok
Tel: +662 186 7000

TW – Taiwan, New Taipei City
Tel: +886 2 2298 8987

VN – Vietnam, Ho Chi Minh City
Tel: +84 8 3999 1600

South America

AR – Argentina, Buenos Aires
Tel: +54 3327 44 4129

BR – Brazil, Cachoeirinha RS
Tel: +55 51 3470 9144

CL – Chile, Santiago
Tel: +56 2 623 1216

MX – Mexico, Toluca
Tel: +52 72 2275 4200

EMEA Product Information Centre
Free phone: 00 800 27 27 5374
(from AT, BE, CH, CZ, DE, DK, EE, ES, FI, FR, IE, IL,
IS, IT, LU, MT, NL, NO, PL, PT, RU, SE, SK, UK, ZA)

US Product Information Centre
Toll-free number: 1-800-27 27 537

www.parker.com

Your local authorized Parker distributor

© 2017 Parker Hannifin Corporation. All rights reserved.

Catalogue HY11-3351/UK, POD 04/2017, ZZ